Abstract: This study evaluates the performance of a molten carbonate fuel cell and micro gas turbine (MCFC/MGT) hybrid power system bi-fueled by city gas and biogas. The performance of the MCFC/MGT hybrid power system and MFCF/MGT hybrid power system response have been investigated experimentally and numerically. Results show that the MCFC, steam reformer, and catalytic combustor models are in agreement with the experimental results of the system fueled by city gas only and the system bi-fueled by city gas and biogas. The MFCF/MGT hybrid power system can have manifest operation with the addition of biogas at a flow rate of up to 150.0 Nm
the fuel composition varied over the cell surface and throughout the stack. The results showed that the proposed model was very light and serviceable for system level performance prediction. Bove [22] experimentally investigated the MCFC performance using three different biogas types and methane, and reported that all biogas types exhibited high potential for use as MCFC system fuels.
The above research shows that very little research has been conducted on the effect of the MCFC/MGT hybrid system on the energy supply in a micro-grid network, hence it is necessary to develop a MCFC/MGT hybrid system model and investigate the possibility of using different fuels on this hybrid system to supply energy to the power grid network. This study therefore develops a MCFC/MGT hybrid system model and investigates the operating performance of a MCFC/MGT hybrid power system bi-fueled by city gas and biogas. The research objectives are as follows: first, to develop the MCFC, steam reformer, and catalytic combustor models; second, to evaluate the performance of a MCFC/MGT hybrid power system when bi-fueled by city gas and biogas; and third, to study the possibility of using an MCFC/MGT hybrid system fueled by bi-fueled of city gas and biogas to supply energy to the power grid network. Experiments and simulations are used to examine the performance during the operation of the hybrid system for the MCFC/MGT power generation, steam reformer, and catalytic combustor systems. Response analyses of the MCFC system are also considered in this study for the MCFC power generation and supply system.
Numerical Modeling and Experimental System
The model units of the MCFC/MGT hybrid system used in this research consisted of a MCFC and MGT for power generation, a steam reformer for producing CO and H2 (the MCFC inlet fuel), and a catalytic combustor for supplying heat to the steam reformer. The development of the MCFC, steam reformer, and catalytic combustor models are discussed in the following sections.
Molten Carbonate Fuel Cell Model
The MCFC model in this study was based on co-flow planar 170 kW level MCFC stack module with 250 cells and Li2CO3 electrolyte. The schematic diagram of one cell stack is shown in Figure 1 . The following conditions were assumed to simplify the modeling:
(1) The cells in the module are similar to each other; (2) The boundaries for each cell are adiabatic; (3) The anode, cathode, and electrolyte layers are considered as one layer during thermal analysis.
The MCFC model consists of both the electrochemical and thermal models. In a cell stack, the input gas temperature was approximately 580 °C and the output temperature was 670 °C, with a 100 °C temperature slip. The cell stack was cut into 200 cells in this model. Power was generated through the following electrochemical reactions [22] [23] [24] [25] 
The cell current was determined by the electronic flow through the electrochemical reaction and expressed as Faraday's law:
where is the mole flow of electrons (kmol·h
); is current value (A); is the Faraday constant (h·A·kmol
−1
). The operating voltage, which is related to the composition of fuel and oxide gas, partial pressure, temperature, and current value, is written as follows:
where j is current density, E is Nernst voltage, which is the function of standard electrode potential (E 0 ), temperature (T) and gas partial pressure (P) in the anode and cathode as shown in Equation (3).
Anode and cathode resistance depends on the materials comprising the nodes, as well as the internal resistance on the electrolyte, which can be calculated as follows:
where A is the frequency factor, and ΔH is the activation energy. Table 1 lists the values of each frequency factors and activation energy [23, 25] . The power of the MCFC (P) was obtained by current (I) and voltage (V), as shown in Equation (12):
The electrolyte may determine fuel consumption in mass balance. In this model, the mass balance of each species was considered, along with detailed thermal conductivity and transport properties such as density, specific heat capacity, thermal conductivity and dynamic viscosity. 
Mass balance of cathode channel:
where Finlet is the inlet flow rate of chemicals (kmol·h
), Foutlet is the inlet flow rate of chemicals (kmol·h
), and r is reaction rate of chemicals (kmol·h
). The energy balance included heat transfer and energy change, which also involved the electrical power and the enthalpy changes of the chemical and electrochemical reactions. Gas temperature was calculated from enthalpy, which depends on the square of the temperature. Energy balance equations are shown in Equations (19)- (22) . The parameter values of a, b, and c used in Equation (22) Heat transfer between the MCFC and the anode/cathode is shown in Equations (23)- (25):
0.664
The fuel consumption ratio was calculated to evaluate the performance of MCFC in Equation (26) . The set of equations describing the model was implemented in Visual Modeler software to simulate the MCFC performance.
Steam Reformer Model
The reforming fuel used in this study was tower gas, which includes methane, ethane, propane, and butane. Fuel steam reforming involves following five reactions: reforming reactions as shown in Equations (27)-(30), and the water-gas-shift reaction as shown in Equation (31). Reforming reactions are endothermic, whereas the water-gas-shift reaction is exothermic. The reaction scheme in the steam reformer model is as follows [22] [23] [24] [25] 
Reforming reactions:
Water gas shift reaction:
The reformer reactor model is shown in Figure 2 , and the mass balance equations for all species are shown in Equations (32)-(39). 
The reaction rates of the fuels are shown in Equations (40) 
Qhe is the amount of heat exchange, as shown in Equation (46): (46) Temperature is dependent on the change in enthalpy, as described in the MCFC model. The set of equations describing the model was implemented in Visual Modeler software to simulate the steam reformer performance.
Catalytic Combustor Model
The catalytic combustor model is shown in Figure 3 . The fuel was obtained from the unreacted anode gas, and the air was from MGT. Combustion heat was used to carry out the steam reformer reaction. The reaction scheme in the catalytic combustor model is as follows [22] [23] [24] [25] In the catalytic combustor model, the fuel was completely consumed and transformed to CO2 and H2O. The energy balance is shown in Equations (53) and (54): (53) where Qreaction is the heat released from combustion reaction and expressed as follow:
The temperature is dependent on the change in enthalpy, as described in the MCFC model and catalytic reformer model. The set of equations describing the model was implemented in Visual Modeler software to simulate the catalytic combustion performance.
Experimental System
The experimental test on MCFC/MGT hybrid system used in this work is shown schematically in Figure 4 . There are two stacks in the MCFC with 140 cells and an electrode area of 1.015 m 2 for each stack. Only the inlet and outlet temperatures of the cathode and anode with MCFC power can be measured because the MCFC was set in a high pressure vessel. A MGT (TPC50RA, Toyota Turbine & Systems, Toyota, Japan) have been used to cogenerate by using the exhaust gas from the MCFC. The MGT is a single-shaft gas turbine with high speed and direct drive alternator. The maximum rotation speed of MGT is 80,000 rpm. The performance details of the MCFC/MGT hybrid system are listed in Table 3 . The MCFC/MGT hybrid system uses city gas as its fuel. A maximum efficiency of 52% at 300 kW was obtained when this fuel was used. Figure 5 shows the comparison of experimental and calculated values of MCFC and MGT fueled by city gas only at the outset. In the experiment, the output power of MCFC was increased from 170 kW to 230 kW in increments of 5 kW·min . The current value and MGT power were obtained at a certain output power which is shown as a dot in Figure 5 . A solid line represents the calculated value. The power of both MCFC and MGT increased with increasing current. Moreover, the experimental and calculated values of MCFC and MGT power with current showed good agreement. Thus the current model is acceptable for analyzing the performance of the MCFC/MGT hybrid power system. City gas and biogas were used as the two fuels for the MCFC/MGT system in this study. The properties of these fuels are shown in Table 4 . Considering that the heat value of biogas is only about one-tenth that of city gas, the applicability of the model needs to be studied using biogas as a bi-fuel for MCFC. Table 5 biogas is added as MCFC fuel. The MCFC/MGT system was started at a standard output of 170 kW, after which the biogas was added to the fuel supply system. Table 5 shows that the differences between calculated and experimental results are all less than 5%, indicating good agreement between calculated and experimental results. From the aforementioned discussion, we can conclude that the current model is suitable for analyzing the performance of MCFC/MGT hybrid power system bi-fuel by city gas and biogas. 
Results and Discussion

Model Verification
Effect of City Gas and Biogas Bi-Fuel
Figures 6 and 7 show the effect of the added biogas flow rate on the MCFC output, MCFC+MGT output, and power generation efficiency. The MCFC/MGT system started at a standard output of 170 kW fueled by city gas only, then the added biogas flow rate was increased from 10 to 150 Nm with the same overall input heat value of 1210 kW. Figure 6 shows that the MCFC/MGT hybrid power system can be stably operated at a maximum biogas flow of 150 Nm
, or approximately 50% of the overall input heat value. Furthermore, the MCFC output decreased with increasing flow rate of the added biogas, and the output of the MCFC/MGT system decreased noticeably when the flow rate of added biogas increased more than 150 Nm . The MCFC+MGT output and power generation efficiency also decreased with increased flow rate of added biogas because the inlet heat value of MCFC (CO and H2 from outlet of steam reformer) decreased with the increasing flow rate of added biogas, as shown in Figure 8 . However, the MCFC/MGT hybrid power system operates stably with a high overall power generation efficiency higher than 39.0%. Based on simulation, the MCFC/MGT hybrid system bi-fueled by city gas and biogas can be applied to supply energy to the micro-grid network. Figure 9 shows the changes in fuel gas composition with the addition of biogas. The concentration of methane in the fuel gas decreased with the increasing flow rate of biogas in the fuel, leading to a drop in H2 concentration in the outlet of steam reformer, as shown in Figure 10 . The CO and CH4 concentrations in the outlet of the steam reformer remained nearly unchanged, even with the increase of biogas in the fuel. The changes in the outlet of steam reformer gas induce the inlet heat value of MCFC to decrease with the increasing flow rate of added biogas, as shown in Figure 8 . 
System Response Analysis
In the power supply system, the demanded current, namely alternating current and a sine function of time, and the power change with time. The importance given to MCFC/MGT system response is evident in the conduct of system response analysis at different demanded currents and powers. The MCFC/MGT system starts at a standard output of 170 kW. The demanded current is changed with low amplitudes of 5%, 10%, 15% and 20% as well as with a slow change speed of π 180 ⁄ (rad·s
−1
). Figure 11 shows the function of MCFC and MGT power with time at different demanded currents ranging from 5% to 20%. The demanded power and MCFC output power can be supplied stably over time, i.e., the system can be supplied with the demanded current and power for different current change demands. ). Power and current can be also supplied stably with time at larger amplitude and rapid change speed conditions. Therefore, the MCFC/MGT hybrid power system can be operated stably at different demand currents. 
Conclusions
The performance of an MCFC/MGT hybrid power system bi-fueled by city gas and biogas was evaluated in this study. The effects of biogas with added city gas as a bi-fuel for MCFC/MGT power and the MFCF/MGT hybrid power system response were investigated experimentally and numerically. The major conclusions in this study are as follows:
(1) The MCFC, steam reformer, and catalytic combustor models are in good agreement with the experimental results fueled by city gas only or bi-fueled by city gas and biogas. (2) The MFCF/MGT hybrid power system can be operated stably with added biogas flow rate up to 150.0 Nm
, which is about 50% of the overall input heat value with high overall power generation efficiency ranging from 39.0% to 42.0%. (3) The MCFC/MGT hybrid power system can be operated stably both at low amplitude with slow current change speeds and large amplitude with rapid power demand conditions. (4) The MCFC/MGT hybrid system bi-fueled by city gas and biogas is applicable in providing energy for the micro-grid network with wide amplitude.
Author Contributions
Hongyu Huang performed the experimental measurements, analysis and simulations, and largely wrote this article. Jun Li, Zhaohong He and Tao Zeng contributed to MCFC experimental measurements and modeling process. Noriyuki Kobayashi and Mitsuhiro Kubota contributed to the analysis and the writing of this article.
Conflicts of Interest
The authors declare no conflict of interest. 
